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                                        For more details of the Decra Chicane VFH  cubicle system call us on 020 8520 4371 or vi sit us at www.toiletcubicles.org  

Fact file  

Patriot Court -  Slough       Decra Chicane VFH with floor interface  
 
London based property managers and architects -  Jones Lang Lasalle specified the 
Decra flush - fascia Chicane cubicle system in a virtual full height configuration for 

this office complex of a major online retailer.  
 

The 38mm fascia features white hpl faced doors with ash effect wood -grain pilas-
ters and over panels.  All doors and pilasters have rebated ash hardwood edges. 

The white partitions, vanity under -panels and ducts with their ash laminate flash -
gaps carry the composition through the whole layout.  

 
As with all Decraôs VFH cubicles, Chicane retains a nominal ceiling gap to cut cost 

while, in this instance, the partitions are secured at floor level with a specially   
designed interface instead of using the usual 100mm foot.  

 

As standard, Chicane offers DDA compliant locks, buffered coat hooks, sprung  
hinges and cleat fixings -  all in stainless steel -  and is available in heights from 

2100mm.  True Full Height Burj cubicles are also available.  
 

The vanity top is Decra Slabb fabricated in óGlacier Whiteô Corian with semi-
recessed china basins.  

 

Focus on  Workplace  

case study no 1  

Urinal ducts in laminate and wood grain    Decra Slabb vanity unit                        door/partition interface  

Specification:  

 
Doors/pilasters:  
Lightweight core faced with 

high pressure laminate,  
rebated ash hardwood edges.  
38mm o/a thickness.  

 

Partitions:  
High pressure laminate faced  
MR particleboard -  19mm o/a.  

 

Rear Ducts:  
As partitions.  

 

Ironmongery:  
DDA compliant s/steel locks,  
sprung s/s hinges, buffered  
s/steel coat hooks.  

 

Vanity Units:  
Decra Slabb in Corian Glacier 
White.  
 

 



  

                                        For more details of the Decra Burj cubicle system call us on 020 8520 4371 or visit us a t www.toiletcubicles.org  

Fact file  

16 Palace Street Victoria -  Decra Burj Gloss cubicle system  

 
Architects Scott Brownrigg specified the Decra true full height Burj Gloss flush 

fascia cubicle system for the 3rd floor washrooms at 16 Palace Street in Victoria.  
 

38mm lightweight core doors and pilasters are faced with gloss finish HPL and 
they feature rebated ash hardwood edges, painted to match the laminate.  

 
Burj employs extruded aluminium floor & ceiling interfaces filled with matching 

gloss inserts to form a true full height secluded cubicle and its elegant appearance 
is heightened by using top quality stainless steel DDA compliant locks and cubicle 

furniture.  
 

Burj Gloss offers a more durable specification than most lacquered cubicles and, 
for workplace areas in particular, Burj represents the ideal combination of cost  

effectiveness and faithful design realisation.  

 
Burj is also available in óRealwoodô veneer laminates, conventional woodgrain and 

plain colour HPL, and our ST version means that this versatile product can also be 
married to pre -erected block or stud walls.  

 
Contact our sales department for more information.  

Focus on  Workplace  

case study no 2  

Glass  rear ducts     Burj floor interface                                                 Decra Burj in white gloss  

Specification:  

 
Doors/pilasters:  
38mm lightweight core faced 

with gloss finish high pressure 
laminate and rebated ash 
hardwood edges (painted to 

match fascia).  
 

Partitions:  
19mm o/a thickness laminate 
faced particleboard.  

 

Rear Ducts:  
Toughened glass faced  

particleboard  

 

Ironmongery:  
DDA compliant s/steel  
lock, buffered s/steel coat 

hooks, s/steel pull handles.  

 

Overall height:  
2400mm (approx)  

 



  

                                        For more details of the Decra Burj ST cubicle system call us on 020 8520 4371 or visit u s at www.toiletcubicles.org  

Fact file  

Offices Uxbridge -  Burj ST , Deluge  showers & Cascade  lockers  
 
Decra Burj ST true full height flush fascia cubicle system was specified for this Uxbridge 
office fit -out along with Deluge showers and Cascade  lockers.  
 

Burj ST uses 38mm lightweight core clad with óRealwoodô American Walnut veneer, lami-
nated for durability.  Doors and pilasters have rebated walnut hardwood edges to match 

and extruded aluminium floor and ceiling interfaces. The German designed, DDA compli-
ant lock assembly, sprung s/s hinges and buffered s/s coat hooks underline the high qual-
it y f inish of this top end product .  

 
Decraôs ST interface allows the Burj flush fronts to be secured directly to the Contractorôs 

purpose built stud or block walls.  Rear duct panels are 19mm grey high gloss laminate on 
particleboard.  
 

As a cost saving alternative to glass shower cubicles, Deluge uses frosted Perspex doors 
and solid grade laminate pilasters and partitions -  in this instance in a white gloss finish.  

 
Cascade is a durable locker system with solid grade laminate panels and doors. Here, the 
doors are in a woodgrain SGL -  similar to the Realwood walnut (Spain Olive Dark).  

 
Decra also provided the vanity tops which are 20mm thick flint - honed Limestone with top 

mounted china basins supplied by others.  
 

Please contact Decra sales department on 0208 520 4371 for further information.  

Focus on  Workplace  
case study no 3  

Offices Uxbridge                Decra Deluge shower cubicles        Decra Burj in walnut veneer laminate  

Specification:  

 
Doors/pilasters:  
38mm lightweight core faced 

with ñRealwoodò walnut ve-
neer laminate, edged with 
rebated solid walnut.  

 

Partitions:  
Stud and plasterboard  
by m/c.  

 

Rear Ducts:  
Gloss finish Hpl faced MR  

particleboard -  19mm o/a.  

 

Ironmongery:  
DDA compliant s/steel locks,  
sprung s/s hinges, buffered  

s/steel coat hooks.  

 

Overall height:  
2600mm (approx.).  

 

 

 Cascade locker system  



  

                                   For more details of the Decra Burj cubicle system call us on 020 8520 4371 or visit us at www .toiletcubicles.org  

Fact file  

82 Dean Street Decra Burj  Gloss  cubicles, Levada  troughs  
 

Project architect Barr Gazetas specified the Decra Burj true full height cubicle  
system for this 5 floor office refurbishment in the heart of Londonôs Soho district. 

 
38mm lightweight core doors and pilasters have been faced with grey gloss high 

pressure laminate with polished and lacquered ash hardwood edges, rebated to 
form the flush frontage.  

 
19mm white high pressure laminate faced particleboard has been used for the 

partitions with the glossy grey fascia echoed in the rear duct panels.  
 

Extruded aluminium interfaces are used at the floor and ceiling and lend a  
ñfloating appearanceò to the front elevation.  DDA compliant stainless steel locks 

and hardware maintain the high quality appearance throughout.  

 
Decraôs Solid Surfacing team provided these elegant Levada  troughs in white Co-

rian contrasting beautifully with the underpanels which, in turn, pick up the glossy 
grey of the cubicle fronts.  

 
Decra are both PEFC and FSC accredited and can provide a fully compliant PEFC  

specification for the Burj cubicle system.  

Focus on  Workplace  

case study no 4  

 

Specification:  

 
Doors/pilasters:  
38mm lightweight core faced 

with grey gloss high pressure 
laminate and rebated ash 
hardwood edges  
 

Partitions:  
High pressure laminate faced  
MR particleboard -  19mm o/a.  

 

Rear Ducts and Vanity un-

derpanels:  
As partitions  

 

Ironmongery:  
DDA compliant s/steel locks,  

sprung s/s hinges, buffered  
s/steel coat hooks.  

 

Overall height:  
2400mm (approx.)  

 

 

 



  

                                        For more details of the Decra Burj cubicle system call us on 020 8520 4371 or visit us a t www.toiletcubicles.org  

Fact file  

Abbeygate House Reading -  Burj cubicles  

 
London architect Bar Gazetas specified the Decra Burj  cubicle system for this of-

fice refurbishment in Reading town centre.  
 

38mm lightweight core doors and pilasters are faced with walnut Realwood veneer 
laminate with a protective melamine overlay with matching walnut edges rebated 

to provide the linear frontage.  
 

19mm particleboard partitions are faced with plain colour high pressure laminate  
and the rear duct panels are faced with a combination of the melamine protected 

veneer and toughened glass.  
 

The Vanity unit is constructed from Corian solid surface material using the Decra  

Levada trough design for a really contemporary appearance.  
 

All in all a very classy looking installation.  
 

Decra are both PEFC and FSC accredited and can provide and fully FSC compliant 
specification for Burj in walnut veneer laminate.  

Focus on  Workplace  
case study no 5  

Decra Levada trough    spilt rear duct panels           Levada trough in Corian glacier white  

Specification:  

 
Doors/pilasters:  
38mm lightweight core faced 

with Woodlam walnut veneer 
laminate and rebated walnut 
hardwood edges.  

 

Partitions:  
High pressure laminate faced  
MR particleboard -  19mm o/a.  

 

Rear Ducts:  

Bottom panel -  walnut 

faced particleboard -  above 

glass faced particleboard.  

 

Ironmongery:  
DDA compliant s/steel locks,  
sprung s/s hinges, buffered  
s/steel coat hooks.  

 

Overall height:  
2400mm (approx.).  

 



  

                                        For more details of the Decra Burj ST  cubicle system call us on 020 8520 4371 or visit us at www.toiletcubicles.org  

Fact file  

80 Hammersmith Road Decra Burj ST Gloss cubicles, Slabb Vanities  
 
 
Architects Barr Gazetas specified the true full height Decra Burj ST cubicle system 

for a washroom overhaul of offices at 80 Hammersmith Road in London.  
 

The lightweight core flush fascia panels are clad in white gloss high pressure lami-
nate for a slick contemporary look and the rebated hardwood edges to the doors 

and pilasters have been stained walnut to match the walnut veneer entrance doors 
into the washrooms.  

 
Division panels are conventional stud partitions with tiled skirting and the rear and 

urinal duct panels are gloss laminate or glass faced particleboard.  
 

Burj ST incorporates quality DDA compliant s/steel lock assembly (emergency  

external access type), sprung s/steel hinges and buffered s/steel coat hooks.  
 

Vanities take the monolithic form of Decraôs perennially popular Slabb, built in 
white Corian, with rectangular Corian basins and matching gloss under -panels.  

 
Decra are both PEFC and FSC accredited and can provide a fully PEFC compliant 

specification for the Burj ST cubicle system.  

Focus on  Workplace  

case study no 6  

Decra Slabb vanity unit with rectangular matching basins               DAA s/steel lock       gloss finish urinal panels  

Specification:  

 
Doors/pilasters:  
38mm lightweight core faced 

with gloss hpl and rebated 
ash hardwood edges (stained 
to a walnut finish).  

 

Partitions:  
Stud and plasterboard  
by M/C.  

 

Rear Ducts:  
Gloss finish high pressure 

laminate faced MR  
particleboard -  19mm o/a.  

 

Ironmongery:  
DDA compliant s/steel locks,  

sprung s/s hinges, buffered  
s/steel coat hooks.  

 

Overall height  
2400mm (approx.).  

 

 

 



  

                                        For more details of the Decra Burj cubicle system call us on 020 8520 4371 or visit us a t www.toiletcubicles.org  

Fact file  

Land Securities 5 The Strand   Decra Burj  
 
 
Architects Scott Brownrigg specified the Decra Burj true full height flush fascia  

cubicle system for a floor of washrooms at their London HQ in the Strand.  
 

38mm lightweight core doors and pilasters are faced with Realwood quarter -cut 
American White Oak veneer laminate with a durable melamine top finish and 

matching rebated hardwood edges.  
 

19mm particleboard partitions are faced with white gloss high pressure laminate 
and the rear duct panels are faced with American White Oak Realwood.  

 
Partitions have extruded aluminium floor/ceiling interfaces with white oak veneer 

infill strips and the ironmongery used is high quality DDA compliant stainless steel.  

 
Burj offers a popular, money -saving alternative to traditional 44mm joinery with 

no need for any compromise in design .  
 

Decra are both FSC and PEFC accredited -  contact Decra for specification advice  

Focus on  Workplace  
case study no 7  

Duct panels in white oak     rebated doors/pilasters          DDA stainless steel lock        buffered s/s coat hook  

Specification:  

 
Doors/pilasters:  

 
38mm lightweight core faced 
with Woodlam oak veneer 
laminate and rebated oak 
hardwood edges.  

 

Partitions:  
19mm o/a thickness laminate 
faced particleboard.  

 

Rear Ducts:  
19mm o/a thickness oak  
veneer laminate faced  
particleboard.  
 

Ironmongery:  
DDA compliant s/steel locks,  
sprung s/s hinges, buffered  

s/steel coat hooks.  
 

Overall height:  
2400mm (approx.).  

 

 

 



  

                                        For more details of the Decra Burj cubicle system call us on 020 8520 4371 or visit us a t www.toiletcubicles.org  

Fact file  

5th Floor Greencoat House, London, SW1 -  Burj Gloss cubicles  

 
Specialist fit -out contractor Modus specified the Decra Burj true full height cubicle 

system for a tenantôs requirement at an office building in Victoria. 
 

Modus wanted a more cost effective solution than glass and Decra provided this 
high gloss finish as cladding to the doors, pilasters and rear duct panels.  

 

With the partitions contrasting in matt white, this has a stunning impact on the 
eye and, as you can see from the quality and depth of reflection in the laminate, 

thereôs a strong visual similarity to that of glass installations at a greatly reduced 
price.  

 
Modus wanted a matching edge and Decra were able to apply a 4 part paint finish  

to the ash hardwood edge to match the fascia.  
 

Quality DDA compliant s/steel hardware is used as standard with Burj as well as  
s/steel pull handles for the ambulant disabled cubicles.  

 
Decra are both PEFC and FSC accredited and can provide a fully PEFC compliant  

specification for the Burj cubicle system.  

Focus on  Workplace  

case study no 8  

Decra Burj in high gloss finish black high pressure laminate -  offices near Victoria Station  

Specification:  

 
Doors/pilasters:  
38mm lightweight core faced 

with gloss finish high pressure 
laminate and rebated ash 
hardwood edges (painted to 

match fascia).  

 

Partitions:  
19mm o/a thickness laminate 
faced particleboard.  

 

Rear Ducts:  
As partitions.  

 

Ironmongery:  
DDA compliant s/steel locks,  
sprung s/s hinges, buffered  

s/steel coat hooks.  

 

Overall height:  
2400mm(approx.).  

 

 

 



  

                                       For more details of the Decra Chicane VFH cubicle system call us on 020 8520 4371 or visi t us at www.toiletcubicles.org  

Fact file  

66 Prescot Street, E1  Decra Chicane VFH cubicles  
 
 
Architects TTSP specified the Decra Chicane VFH 38mm flush fascia cubicle system for 

this office refurbishment near Tower Hill in London.  
 

Doors and pilasters are constructed from lightweight core boards faced with high -pressure 
laminate in a walnut wood grain finish with rebated walnut hardwood edges. Partitions are 
constructed from durable 12mm solid grade laminate in glossy white finish.  

 
As the requirement from the client was to achieve a virtual full height appearance,  

the fascia panels have a 20mm floor clearance and a nominal ceiling gap with the result 
being a full height effect without the on -cost of interfacing with either floor or ceiling.  
 

As standard, Chicane includes DDA compliant stainless steel locks, sprung stainless steel 
hinges and buffered stainless steel coat hooks and 100mm stainless steel pedestal feet 

with a 20mm alternative being used in this instance.  
 
TTSP have specified Decra cubicle systems for many years as they believe that we offer 

contemporary solutions at affordable costs.  
 

For more details of the Decra Chicane cubicle system, contact our sales department.  
 

Focus on  Workplace  

case study no 9  

Decra Chicane VFH offices prescot Street -  East London           walnut effect laminate  

Specification:  

 
Doors/pilasters:  
Lightweight core faced with 

walnut effect high pressure 
laminate, rebated walnut 
hardwood edges. 38mm o/a 
thickness.  

 

Partitions:  
12mm solid grade laminate  
-  white gloss finish.  
 

Rear Ducts  

19mm o/a thickness   

walnut effect laminate 

faced particleboard  

 

Ironmongery:  
DDA compliant s/steel locks,  
sprung s/s hinges, buffered  
s/steel coat hooks. 20mm s/

steel pedestal feet  
 

Overall height  
2400mm (approx.).  

 

 



  

                                        For more details of the Decra Chicane VFH cubicle system call us on 020 8520 4371 or vis it us at www.toiletcubicles.org  

Fact file  

Selfridges London -  staff changing rooms   Chicane VFH cubicles  

 
 

The London division of global architects Gensler, chose the Decra Chicane VFH 
cubicles for the staff washrooms at Selfridges of Oxford Street.  

 
38mm lightweight particleboard core boards are faced with high pressure laminate  

in a simple and striking two tone black and white colour scheme with a painted 
hardwood edge rebated to provide the linear fascia appearance.  

 
A Quality DDA lock and hardware contrast well against the black fascia as do the 

stylish china urinals from Duravit.  20mm stainless steel feet gently elevate the 
partitions from the floor  

 
Our Slabb design vanity units are fashioned in Glacier White Corian by Decraôs 

dedicated solid surfacing division and the long runs in this installation are fused 

together seamlessly on site by our highly skilled installation teams.  
 

Chicane is part of the Architectura collection of innovative washroom cubicles and 
associated products.  Decra are both PEFC and FSC accredited and can provide a 

fully PEFC compliant specification for this and other cubicle ranges.  
 

Focus on  Workplace  
case study no 10  

Decra  Chicane VFH in black high pressure laminate   -  staff washrooms at Selfridges, Oxford Street  

Specification:  

 
Doors/pilasters:  
 

38mm lightweight core faced 
with pressure laminate and 
rebated ash hardwood edges  
stained black to match fascia 

panels.  
 

Partitions:  
19mm o/a thickness laminate 
faced particleboard.  

 

Rear Ducts:  
As partitions.  

 

Ironmongery:  
DDA compliant s/steel  

lock, buffered s/steel coat 
hooks, s/steel pull handles.  

 

Overall Height:  

2600mm (approx.).  

 

 

 

 

 



  

                                        For more details of the Decra Burj ST cubicle system call us on 020 8520 4371 or visit u s at www.toiletcubicles.org  

Fact file  

Griffin House, Hammersmith -  Burj ST cubicles  
 
London based Aros Design architects specified the Decra Burj ST cubicle system 
for this office refurbishment close to Hammersmith town centre.   

 
The ST  modification allows the well known Burj flush fascia to be wed to existing 

stud or block partitions -  erected in this case by the main contractor to allow for 
integral washbasins and hand driers.  

 
38mm lightweight doors and pilasters are clad in oak effect laminate with solid oak 

rebated edges.  High quality German designed, DDA compliant locks are standard 
Burj issue with matching stainless steel furniture throughout.  

 
A half height duct in matching laminate encases the cistern to complete this  

impressive installation.  

 
Whether you choose the ST version or whether you opt for the standard cubicle 

with conventional laminate faced partitions, Burj  offers a real money -saving alter-
native to traditional 44mm joinery without compromising design.  

 
To discover more about Burj and the wide range of materials and finishes availa-

Focus on  Workplace  

case study no 11  

Decra Burj ST true full height cubicle system with lightweight doors and pilasters faced with woodgrain high pressure laminat e  

Specification:  

 
Doors/pilasters:  

 
38mm lightweight core faced 
with oak effect wood grain 
laminate and rebated solid 

oak edges  
 

Partitions:  
Plasterboard/stud by M/C.  
 

Rear Ducts:  
Half height cladding in oak 
effect wood grain laminate.  
19mm overall thickness  

 

Ironmongery:  
DDA compliant stainless steel.  

 

Overall height:  
2400mm from f.f.l  

 

 

 



  

                                     For more details of the Decra Burj ST cubicle system call us on 020 8520 4371 or visit us a t www.toiletcubicles.org  

Fact file  

2 Offices Lime Street London Decra Burj ST  

 
 

Within weeks of each other, two separate projects on opposite sides of the same 
street, designed by separate architects (Househam Henderson and Buckley Gray 

Yeoman) were each specified with Decraôs Burj ST cubicle system for their office 
washrooms.  

 
Equally remarkably, both chose the optional 46mm thick front fascia rather than 

the standard 38mm.  Both chose high quality veneer finishes -  one Walnut, one 
Oak -  both opting for matching hardwood rebated edges.  

 
Astonishingly, both project design teams had also opted for stud and plasterboard 

divisions by the main contractors, rather than using veneered or laminated panels.  
 

The one difference between the two was the additional installation in the changing 

rooms at the Oak project of Decraôs Reflex lockers in matching Oak veneer.  
 

Decra are both PEFC and FSC accredited and can provide a fully FSC compliant 
specification for veneer faced Burj ST  to meet any BREEAM considerations.  

 
Contact Decra for more details.  

Focus on  Workplace  

case study no 12  

Decra Burj St in oak veneer   Reflex veneer locker system     Decra Burj with s/steel push plate  

Specification:  

 
Doors/pilasters:  
46mm o/a thickness walnut/

oak veneer faced  
particleboard. Rebated  
walnut/oak hardwood edges  

 

Partitions:  
Stud and plasterboard by m/c  
 

Rear Ducts:  
Walnut half height ducts  
Oak full height ducts  

 

Ironmongery:  
Free issue by m/c  

 

Overall height:  
Walnut project -  2600mm 

(approx.).  
Oak project -  2400mm  
(approx.)  

 

 

 

 

                                   Decra Burj in walnut veneer laminate         offices Lime Street London  



  

                                        For more details of the Decra vanity unit products call us on 020 8520 4371 or visit us at www.toiletcubicles.org  

Fact file  

Decraôs vanity unit modules 

 
Apart from our laminate vanity fabrications, Decra has a dedicated Solid Surfacing 

division very well versed in the production of Corian, Avonite, Hanex and most 
other SSM materials.  We manufacture a variety of vanity units -  from standard 

Decra models (modifications to which are available at clientôs request) to bespoke 
fabrications to client design.  

 
Our Levada  troughs and the more monolithic Slabb range have proven extremely 

popular in contemporary office washroom design and have been widely modified 
to accommodate our clientsô design preferences.  Some examples can be seen be-

low.  
 

Solid surfacing materials are often considered expensive but whole life costs are 

excellent.  The resulting creations represent good value for money as they are 
reparable in the event of damage and very cost effective to renovate and refinish.  

 
As well as vanity units, Decraôs SSM division produces spectacular reception and 

servery counters for offices, restaurants, cafes and bars  
 

Contact Decra for advice, samples etc.  

Focus on  Workplace  

vanity units  

Decra Levada trough in Corian                            Examples of Decra Slabb in Corian  

Specification:  

 
 

 

 

Contact the Decra sales 

department for  

indicative drawings  

or email  

sales@decraltd.co.uk  

 

 

custom design -  Limestone        Slabb with matching basins           Levada trough in Corian  



  

                                        For more details of the Burj/Chicane cubicle hardware call us on 020 8520 4371 or visit us at www.toiletcubicles.org  

Fact file  

Decra Burj/Chicane ironmongery and rebated edge options  

 
 

High quality stainless steel hardware is used as standard on both Burj and Chicane  
cubicle ranges consisting of DDA compliant stainless steel lock, buffered s/steel 

coat hooks and sprung s/steel hinges.  
 

Burj achieves its incomparable levels of seclusion by using interfaces in extruded 
aluminium at both floor and ceiling.  

 
Chicane offers a ñVirtual full heightò option with the use of a continuous head rail 

and stainless steel feet giving options of 20mm or 100mm floor clearances.  
 

Standard 38mm or optional 46mm fronts both have Ash hardwood edges as 
standard though other species of hardwood are also available including walnut, 

oak and maple.   

 
These are first rebated and then polished or painted to match or contrast with the 

fascia as and when demanded by the use of plain colour laminates for the doors 
and pilasters.  

 
Contact Decra for more details.  

Focus on  Workplace  
Ironmongery and  

rebated edge options  

Burj/Chicane DDA compliant lock and indicator                        buffered s/steel coat hook     sprung s/steel hinge  

Specification:  

 
 

 

Ironmongery:  
DDA compliant stainless steel 
lock (with emergency external 

access), sprung stainless steel 
hinges, buffered stainless 

steel coat hooks, extruded 
aluminium floor and ceiling 
interfaces, stainless steel pull 
handles -  for ambulant  
disabled cubicles  

 

Door /pilaster rebated  

edge options:  
Ash hardwood as standard 
which can be polished or 
painted to match fascia  

panels. Other hardwood  
options such as walnut and 
oak also available.  

 

 

Burj interface      Burj interface           walnut edge                           polished ash edge                                     painted edge  


